
















(*) Dimensions in mm and weight in kg.

DN Ød L (RF) L (BW) H1 H2 WEIGHT
50 (2” x 1 1/2") 38 178 216 110 160 26

50 (2”) 51 178 216 120 175 30
80 (3” x 2") 51 203 283 120 175 33

80 (3”) 76 203 283 150 210 60
100 (4” x 3") 76 229 305 150 210 64

100 (4”) 102 229 305 165 255 103
150 (6” x 4") 102 394 457 165 255 110

150 (6”) 152 394 457 190 280 188
200 (8” x 6") 152 457 521 190 280 185

200 (8”) 203 457 521 225 320 250
250 (10” x 8") 203 533 559 225 320 290

250 (10”) 254 533 559 265 370 435
300 (12” x 10") 254 610 635 265 370 505

300 (12”) 305 610 635 280 380 610
350 (14" x 12") 305 686 762 280 380 685

350 (14") 337 686 762 310 435 825
400 (16" x 14") 337 762 838 310 435 880

400 (16") 387 762 838 350 470 1010
450 (18" x 16") 387 864 914 350 470 1100

450 (18") 438 864 914 405 510 1360
500 (20" x 18") 438 914 991 405 510 1500

500 (20") 489 914 991 460 530 1905
600 (24" x 20") 489 1067 1143 460 530 2050

600 (24") 591 1067 1143 530 635 3070
750 (30" x 24") 591 1295 1397 530 635 3300

750 (30") 737 1295 1397 660 760 5210
800 (32" x 30") 737 1371 1524 710 760 5600

800 (32") 781 1371 1524 710 790 6820

850 (34" x 32") 781 1473 1626 760 790 7200
850 (34") 813 1473 1626 760 810 7600

900 (36" x34") 813 1524 1728 790 810 8100
900 (36") 876 1524 1728 790 890 8810

Series: 6015, 6115, 7015, 7115    PN 20 (Class 150)
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ISO 5211

Fig. 515 (Class 150) Series

(*) Dimensions in inches and weight in lbs.

DN ØP L L1 ØQ ØR n x ØS ØT X Y h N H M WEIGHT
15 (½”) 0.59 4.25 1.85 1.37 2.37 4x0.63 3.50 0.06 0.37 1.81 --- 3.86 8.82 4
20 (¾") 0.79 4.61 1.97 1.69 2.75 4x0.63 3.87 0.06 0.44 2.09 --- 4.21 8.82 7
25 (1") 0.98 5.00 2.05 2.00 3.13 4x0.63 4.25 0.06 0.50 2.28 --- 4.65 8.82 8

40 (1½”) 1.57 6.50 2.56 2.87 3.87 4x0.63 5.00 0.06 0.63 2.99 --- 5.83 12.40 18
50 (2”) 1.97 7.01 2.70 3.62 4.75 4x0.75 5.98 0.06 0.69 3.29 --- 6.14 12.40 24

65 (2½”) 2.56 7.48 2.95 4.13 5.50 4x0.75 7.00 0.06 0.81 3.82 --- 6.65 13.70 35
80 (3”) 3.15 7.99 3.54 5.00 6.00 4x0.75 7.52 0.06 0.87 4.37 --- 8.15 17.52 51

100 (4”) 3.94 9.02 4.02 6.19 7.50 8x0.75 9.02 0.06 0.87 5.24 4.72 9.09 19.49 84
150 (6”) 5.94 15.51 6.30 8.50 9.50 8x0.87 11.00 0.06 0.94 7.20 6.61 11.69 27.48 194
200 (8”) 7.99 17.99 8.23 10.63 11.75 8x0.87 13.50 0.06 1.06 9.17 8.19 13.82 34.17 342

Fig. 530 (Class 300) Series
DN ØP L L1 ØQ ØR n x ØS ØT X Y h N H M WEIGHT

15 (½”) 0.59 5.51 2.36 1.37 2.63 4x0.63 3.75 0.06 0.50 1.81 --- 3.86 8.82 7
20 (¾") 0.79 5.98 2.56 1.69 3.25 4x0.75 4.63 0.06 0.56 2.09 --- 4.21 8.82 9
25 (1") 0.98 6.50 2.76 2.00 3.50 4x0.75 4.87 0.06 0.63 2.28 --- 4.65 8.82 11

40 (1½”) 1.57 7.48 3.15 2.87 4.50 4x0.87 6.13 0.06 0.75 2.99 --- 5.83 12.40 24
50 (2”) 1.97 8.50 3.43 3.62 5.00 8x0.75 6.50 0.06 0.81 3.29 --- 6.14 12.40 31
80 (3”) 3.15 11.14 4.65 5.00 6.63 8x0.87 8.29 0.06 1.06 4.37 --- 8.15 17.52 71

100 (4”) 3.94 12.01 5.12 6.19 7.87 8x0.87 10.00 0.06 1.19 5.24 4.72 9.09 19.49 115
150 (6”) 5.94 15.87 6.30 8.50 10.63 12x0.87 12.50 0.06 1.38 7.20 6.61 11.69 27.48 207

(*) Dimensions in inches and weight in lbs.

Actuator connection
DN ISO 5211 ØA B C ØD n x F G I J

15 (½”) F05 1.38 0.45 0.22 1.97 4x M6 0.06 M12x1.5 0.35
20 (¾") F05 1.38 0.59 0.29 1.97 4x M6 0.06 M12x1.5 0.35
25 (1") F05 1.38 0.94 0.40 1.97 4x M6 0.06 M12x1.5 0.35

40 (1½ ”) F07 2.17 1.56 0.66 2.76 4xM8 0.12 M18x1.5 0.51
50 (2”) F07 2.17 1.63 0.69 2.76 4x M8 0.12 M18x1.5 0.51

65 (2½ ”) F07 2.17 1.73 0.71 2.76 4xM8 0.12 M22x1.5 0.63
80 (3”) F10 2.76 1.75 0.74 4.02 4xM10 0.12 M25x1.5 0.71

100 (4”) F10 2.76 2.22 1.13 4.02 4xM10 0.12 M28x1.5 0.79
150 (6”) F12 3.35 2.68 1.52 4.92 4xM12 0.12 M40x1.5 1.14
200 (8”) F14 3.94 2.76 1.46 5.51 4xM16 0.16 M45x2 1.26

(*) Dimensions in inches and weight in lbs.

Fig. UDV Class 1500

(*) Dimensions in inches and weight in lbs.

DN L L1 R ØP N h H M Weight
½" 3.54 1.77 NPT 0.59 1.48 1.26 3.46 6.69 8
¾" 4.33 2.17 NPT 0.59 1.48 1.26 3.46 6.69 10
1" 4.72 2.36 NPT 0.79 1.67 1.40 3.62 6.69 11

1½" 5.91 2.95 NPT 1.10 2.36 1.97 4.53 9.72 13
2" 7.09 3.54 NPT 1.50 2.66 2.36 4.65 11.91 22

ACTUATOR CONNECTION

(*) Dimensions in inches and weight in lbs.

DN ISO 5211 B C øD n x F I J
½ " F04 0.72 0.27 1.65 4 x M5 M12x1,5 0.35
¾ " F04 0.72 0.27 1.65 4 x M5 M12x1,5 0.35
1" F05 0.74 0.26 1.97 4 x M6 M12x1,5 0.35

1½" F05 1.24 0.49 1.97 4 x M6 M16x1,5 0.47
2" F07 1.52 0.64 2.76 4 x M8 M18x1,5 0.51
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(*) Dimensions in inches and weight in lbs.

DN Ød L (RF) L (BW) H1 H2 WEIGHT
50 (2” x 1 1/2") 1.50 7.01 8.50 4.33 6.30 57

50 (2”) 2.01 7.01 8.50 4.72 6.89 66
80 (3” x 2") 2.01 7.99 11.14 4.72 6.89 73

80 (3”) 2.99 7.99 11.14 5.91 8.27 132
100 (4” x 3") 2.99 9.02 12.01 5.91 8.27 141

100 (4”) 4.02 9.02 12.01 6.50 10.04 227
150 (6” x 4") 4.02 15.51 17.99 6.50 10.04 243

150 (6”) 5.98 15.51 17.99 7.48 11.02 414
200 (8” x 6") 5.98 17.99 20.51 7.48 11.02 408

200 (8”) 7.99 17.99 20.51 8.86 12.60 551
250 (10” x 8") 7.99 20.98 22.01 8.86 12.60 639

250 (10”) 10.00 20.98 22.01 10.43 14.57 959
300 (12” x 10") 10.00 24.02 25.00 10.43 14.57 1,113

300 (12”) 12.01 24.02 25.00 11.02 14.96 1,345
350 (14" x 12") 12.01 27.01 30.00 11.02 14.96 1,510

350 (14") 13.27 27.01 30.00 12.20 17.13 1,819
400 (16" x 14") 13.27 30.00 32.99 12.20 17.13 1,940

400 (16") 15.24 30.00 32.99 13.78 18.50 2,227
450 (18" x 16") 15.24 34.02 35.98 13.78 18.50 2,425

450 (18") 17.24 34.02 35.98 15.94 20.08 2,998
500 (20" x 18") 17.24 35.98 39.02 15.94 20.08 3,307

500 (20") 19.25 35.98 39.02 18.11 20.87 4,200
600 (24" x 20") 19.25 42.01 45.00 18.11 20.87 4,519

600 (24") 23.27 42.01 45.00 20.87 25.00 6,768
750 (30" x 24") 23.27 50.98 55.00 20.87 25.00 7,275

750 (30") 29.02 50.98 55.00 25.98 29.92 11,486
800 (32" x 30") 29.02 53.98 60.00 27.95 29.92 12,346

800 (32") 30.75 53.98 60.00 27.95 31.10 15,036
850 (34" x 32") 30.75 57.99 64.02 29.92 31.10 15,873

850 (34") 32.01 57.99 64.02 29.92 31.89 16,755
900 (36" x34") 32.01 60.00 68.03 31.10 31.89 17,857

900 (36") 34.49 60.00 68.03 31.10 35.04 19,423

Fig. 6015, 6115, 7015, 7115 (Class 150)

DN Ød L (RF) L (BW) H1 H2 WEIGHT
50 (2” x 1 1/2") 1.50 8.50 8.50 4.33 6.30 71

50 (2”) 2.01 8.50 8.50 4.72 6.89 73
80 (3” x 2") 2.01 11.14 11.14 4.72 6.89 79

80 (3”) 2.99 11.14 11.14 5.91 8.27 139
100 (4” x 3") 2.99 12.01 12.01 5.91 8.27 205

100 (4”) 4.02 12.01 12.01 6.50 10.04 243
150 (6” x 4") 4.02 15.87 17.99 6.50 10.04 309

150 (6”) 5.98 15.87 17.99 7.48 11.02 498
200 (8” x 6") 5.98 19.76 20.51 7.68 11.42 489

200 (8”) 7.99 19.76 20.51 9.06 12.80 672
250 (10” x 8") 7.99 22.36 22.01 9.06 12.80 915

250 (10”) 10.00 22.36 22.01 11.42 13.98 1,221
300 (12” x 10") 10.00 25.51 25.00 11.42 13.98 1,290

300 (12”) 12.01 25.51 25.00 12.01 15.55 1,631
350 (14" x 12") 12.01 30.00 30.00 12.01 15.55 1,995

350 (14") 13.27 30.00 30.00 12.99 17.13 2,205
400 (16" x 14") 13.27 32.99 32.99 12.99 17.13 2,557

400 (16") 15.24 32.99 32.99 14.57 18.50 3,020
450 (18" x 16") 15.24 35.98 35.98 14.57 18.50 3,219

450 (18") 17.24 35.98 35.98 16.93 20.47 3,571
500 (20" x 18") 17.24 39.02 39.02 16.93 20.47 3,990

500 (20") 19.25 39.02 39.02 17.44 22.44 4,718
600 (24" x 20") 19.25 45.00 45.00 17.44 22.44 5,335

600 (24") 23.27 45.00 45.00 21.46 25.00 7,452
750 (30" x 24") 23.27 55.00 55.00 21.46 25.00 9,392

750 (30") 29.02 55.00 55.00 26.97 31.10 14,550
800 (32" x30") 29.02 60.00 60.00 29.13 31.10 15,873

800 (32") 30.75 60.00 60.00 29.13 31.89 17,505
850 (34" x 32") 30.75 63.98 63.98 29.92 31.89 18,739

850 (34") 32.01 63.98 63.98 29.92 31.89 19,621
900 (36" x34") 32.01 67.99 67.99 31.89 36.02 22,267

900 (36") 34.49 67.99 67.99 31.89 36.02 24,692

Fig. 6030, 6130, 7030, 7130  (Class 300)

(*) Dimensions in inches and weight in lbs.

½" 2.8 2.3 1.8 0.6 4.3 1.4 0.3 0.4 0.3 4xM5 0.4
¾" 3.7 2.7 2.3 0.8 6.9 1.7 0.6 0.7 0.4 4xM5 0.5
1" 4.2 2.8 2.4 1.0 6.9 1.7 0.6 0.7 0.4 4xM5 0.5

1½" 4.9 2.3 3.5 1.6 7.8 2.0 1.0 1.1 0.4 4xM6 0.6
2" 5.0 4.4 3.5 2.0 10.9 2.0 0.6 0.7 0.5 4xM6 0.7

I Nº x J ØKE ØF G HØDDN A B C

(*) Dimensions in inches

Fig. 652 (Class 900)




